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Chemiga(on
John	  Mason,	  Slocum-­‐Gibbs	  Cranberry	  Co.	  

Prepare	  Irriga<on	  System	  to	  Maximize	  Uniformity:	  	  
	  
Prepare	  Sprinklers:	  	  
	  	  
	  Prior	  to	  install:	  
	  -­‐Size	  nozzles	  for	  wear,	  replace	  as	  necessary.	   	  	  
	  -­‐Inspect	  and	  address	  worn	  riser	  bo9oms	  to	  minimize	  leakage.	  
	  -­‐Clean	  riser	  screens	  if	  used.	  
	   	  	  
	  Post	  Install:	  Work	  the	  kinks	  out	  by:	  
	  -­‐Check	  for	  leaky	  seals.	  
	  -­‐Check	  for	  abnormal	  impact	  speed.	  (hiBng	  too	  rapidly,	  too	  slowly)	  
	  -­‐Check	  for	  abnormal	  spray	  pa9ern.	  
	  -­‐Dye	  test	  systems	  every	  few	  years	  and	  aFer	  any	  modificaHons.	  	  
	  -­‐Stake	  heads	  to	  keep	  straight,	  reduce	  wobble	  and	  wear.	  
	  
	   	  Pop	  Ups:	  Walk	  the	  lines!!	  
	   	   	   	  	  
PPE	  Closet	  
	   	  Nitrile	  Gloves	  





6	  Gal	  Clean	  Wash	  Water	  
Stop	  Watch	  
Head	  Lamp	  












	  -­‐Inject	  at	  variable	  speeds.	  
	   	  -­‐Adjust	  relief	  valve	  
	   	  -­‐Adjust	  engine	  RPM	  
	  -­‐Both	  recirculates	  and	  agitates	  while	  running.	  	  
	  -­‐Adjust	  amount	  of	  water.	  




Injec<on	  Time: 	   	   	   	  Rinse	  Time:	  
	  
1-­‐5	  AC 	   	  6	  Min 	   	   	   	  (Determined	  by	  conducHng	  a	  dye	  test)	  
	  
5-­‐10	  AC 	  7	  Min	  
	  
10-­‐15	  AC 	  8	  Min	  
	  
15	  AC+	   	  9	  Min+	  
	  

























-­‐Date/Time	  of	  Applica<on	  
	  
-­‐Date/Time	  of	  Reentry	  	  
Heat	  Stress	  Safety	  No<ce	  
Worker	  Protec<on	  





Higher	  Coefficient	  of	  Uniformity	  Important	  
	  
Newly	  Installed	  Systems:	  
	  -­‐90%	  Coefficient	  of	  Uniformity	  
	   	  -­‐40x50	  Spacing	  
	   	  -­‐Hunter	  I-­‐20-­‐12”	  





Wash	  off	  <me:	  3	  Min	  40	  Sec	  
(1st	  Head	  to	  Last	  Head)	  
Acres:	  7	  
Wash	  Off	  Time:	  2	  min	  50	  sec	  
Acres:	  6.0	  
Wash	  off	  Time:	  2	  min	  30	  sec	  
Acres:	  3.25	  
Wash	  Off	  Time:	  2	  min	  
Phillips	  
Mid	  July	  
2015	  
Phillips	  
End	  July	  
2015	  
	  
Phillips	  
Mid	  Aug	  
2015	  
Phillips	  
End	  Aug	  
2015	  
Sam	  Crocker	  
2nd	  Year	  
Sam	  Crocker	  

